| 10

GNEXS1

GNExS1DC024
Voltage Range:  10-30Vdc
Nominal Voltage: 24Vdc 12Vdc
Nominal Current: 185mA 221mA

Alarm Sounder

@ 112G ExdbIC T4 Gb Ta. -60°C to +50°C
Ex db IIC T3 Gb Ta. -60°C to +70°C

Ex db IIB T6 Gb Ta. -60°C to +50°C

( € 2813 Exdb B T5 Gb Ta. -60°C to +65°C
Ex db IIB T4 Gb Ta. -60°C to +70°C

Year / Serial No,  1P66 SIRA 13ATEX1139X
22/1GS12000000 IECEx SIR 13.0029X
WARNINGS - DO NOT OPEN WHEN AN EXPLOSIVE ATMOSPHERE IS PRESENT
ELECTROSTATIC HAZARD - CLEAN ONLY WITH A DAMP CLOTH

M20 X 1.5 ENTRIES - IF TEMPERATURE EXCEEDS 70°C AT ENTRY OR 80°C AT
BRANCHING POINT USE SUITABLY RATED CABLE AND CABLE GLANDS

@28 European Safety Systems Ltd
— London W3 7QH UK www.e2s.com
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GNExS1

GNExS1DC048
Voltage Range:  38-60Vdc
Nominal Voltage: 48Vdc
Nominal Current: 115mA

Alarm Sounder

@ 112G Ex db IIC T4 Gb Ta. -60°C to +50°C
Ex db IIC T3 Gb Ta. -60°C to +70°C
Ex db IIB T6 Gb Ta. -60°C to +50°C
C 6281 3 ExdblIB T5Gh Ta. -60°C to +65°C
Ex db IIB T4 Gb Ta. -60°C to +70°C
Year/ Serial No. P86 SIRA 13ATEX1139X
22/1GS16000001 IECEx SIR 13.0029X
WARNINGS - DO NOT OPEN WHEN AN EXPLOSIVE ATMOSPHERE IS PRESENT
ELECTROSTATIC HAZARD - CLEAN ONLY WITH A DAMP CLOTH

M20 X 1.5 ENTRIES - IF TEMPERATURE EXCEEDS 70°C AT ENTRY OR 80°C AT
BRANCHING POINT USE SUITABLY RATED CABLE AND CABLE GLANDS

@23 European Safety Systems Ltd
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GNExS1DC024

GNExS1DC048
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GNEXxS1

GNExS1AC230
Voltage Range:  110-260Vac/dc 50/60Hz
Nominal Voltage: 230Vac 115Vac
Nominal Current: 48mA  73mA

@ 112G ExdblIC T4 Gb Ta. -60°C to +50°C
Ex db IIC T3 Gb Ta. -60°C to +70°C

Ex db 1B T6 Gb Ta. -60°C to +50°C

c €2813 Ex db [IB T5 Gb Ta. -60°C to +65°C
Ex db IIB T4 Gb Ta. -60°C to +70°C

Year / Serial No.  1P66 SIRA 13ATEX1139X
22/1GS13000002 IECEx SIR 13.0029X

WARNINGS - DO NOT OPEN WHEN AN EXPLOSIVE ATMOSPHERE IS PRESENT
ELECTROSTATIC HAZARD - CLEAN ONLY WITH A DAMP CLOTH

M20 X 15 ENTRIES - IF TEMPERATURE EXCEEDS 70°C AT ENTRY OR 80°C AT
BRANCHING POINT USE SUITABLY RATED CABLE AND CABLE GLANDS

Alarm Sounder

GNEXSTAC230

ISSUE MOD No.
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INTRODUCTION
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GNExS1 - SIL

GNExS1DC024-S
Voltage Range:  20-28Vdc
Nominal Voltage: 24Vdc
Nominal Current: 185mA

@ 112G ExdblIC T4 Gb Ta. -80°C to +50°C
Ex db IIC T3 Gb Ta. -60°C to +70°C

Ex db 1IB T6 Gb Ta. -60°C to +50°C

c € 2813 ExdblIB T5Gb Ta. -60°C to +65°C
Ex db 1IB T4 Gb Ta. -60°C to +70°C

Year / Serial No. ~ 1P66

22/1GS12000000

WARNINGS - DO NOT OPEN WHEN AN EXPLOSIVE ATMOSPHERE IS PRESENT
ELECTROSTATIC HAZARD - CLEAN ONLY WITH A DAMP CLOTH

M20 X 1.5 ENTRIES - IF TEMPERATURE EXCEEDS 70°C AT ENTRY OR 80°C AT
BRANCHING POINT USE SUITABLY RATED CABLE AND CABLE GLANDS

028 European Safety Systems Ltd
e London W3 7QH UK www.e2s.com

Alarm Sounder

SIRA 13ATEX1139X
IECEx SIR 13.0028X

GNEXS1DC024-S
(SIL)

GNEXxS2

GNExS2DC024
Voltage Range:  10-30Vdc
Nominal Voltage: 24Vdc 12Vdc
Nominal Current: P2: 324mA 289mA
P3:740mA 356mA
@ 112G Exdb IIC T4 Gb Ta. -60°C to +50°C
Ex db IIC T3 Gb Ta. -60°C to +58°C

Ex db IIB T6 Gb Ta. -60°C to +50°C
C €2813 Ex db IIB T5 Gb Ta. -60°C to +58°C
Year / Serial No. P88
22/1GS22000003
WARNINGS - DO NOT OPEN WHEN AN EXPLOSIVE ATMOSPHERE IS PRESENT
ELECTROSTATIC HAZARD - CLEAN ONLY WITH A DAMP CLOTH

M20 X 1.5 ENTRIES - IF TEMPERATURE EXCEEDS 70°C AT ENTRY OR 80°C AT
BRANCHING POINT USE SUITABLY RATED CABLE AND CABLE GLANDS

@28 European Safety Systems Ltd
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Alarm Sounder

SIRA 13ATEX1139X
IECEx SIR 13.0029X

GNExS2

GNExS2DC048
Voltage Range: 36-60Vdc
Nominal Voltage: 48Vdc
Nominal Current: P2: 195mA
P3: 391mA
@ 112G Exdb lIC T4 Gb Ta. -60°C te +50°C
Ex db IIC T3 Gb Ta. -60°C to +58°C

Ex db IIB T6 Gb Ta. -60°C to +50°C
c €281 3 Ex db IIB T5 Gb Ta. -80°C to +58°C
Year / Serial No. P86
22/1GS26000004
WARNINGS - DO NOT OPEN WHEN AN EXPLOSIVE ATMOSPHERE IS PRESENT
ELECTROSTATIC HAZARD - CLEAN ONLY WITH A DAMP CLOTH

M20 X 1.5 ENTRIES - IF TEMPERATURE EXCEEDS 70°C AT ENTRY OR 80°C AT
BRANCHING POINT USE SUITABLY RATED CABLE AND CABLE GLANDS

@28 European Safety Systems Ltd
London W3 7QH UK www.e2s.com

Alarm Sounder

SIRA 13ATEX1139X
IECEx SIR 13.0029X

GNExS§2DC024

GNExS2DC048

GNExS2

GNExS2AC230
Voltage Range: 100-260Vac 50/60Hz
Nominal Voltage: 230Vac 115Vac
Nominal Current: P2: 78mA 125mA
P3:167mA 282mA
@ 112G ExdblIC T4 Gb Ta. -60°C to +50°C
Ex db IIC T3 Gb Ta. -60°C to +58°C

Ex db 1IB T6 Gb Ta. -60°C to +50°C
C €2873 Ex db 1IB T5 Gb Ta. -60°C to +58°C
Year / Serial No. P86
22/1GS23000005
WARNINGS - DO NOT OPEN WHEN AN EXPLOSIVE ATMOSPHERE IS PRESENT
ELECTROSTATIC HAZARD - CLEAN ONLY WITH A DAMP CLOTH

M20 X 1 5 ENTRIES - IF TEMPERATURE EXCEEDS 70°C AT ENTRY OR 80°C AT
BRANCHING POINT USE SUITABLY RATED CABLE AND CABLE GLANDS

@28 European Safety Systems Ltd
. London W3 7QH UK www.e2s.com

Alarm Sounder

SIRA 13ATEX1139X
IECEx SIR 13.0029X

GNEXxS2AC230

Alarm Sounder
SIL Resistors: AZ

GNExS2 - SIL

GNExS2DC024-S
Voltage Range:  20-28Vdc
Nominal Voltage: 24Vdc
Nominal Current: P2: 324mA
P3: 740mA
@ 112G Exdb IIC T4 Gb Ta. -60°C to +50°C
Ex db IIC T3 Gb Ta. -60°C to +58°C

Ex db IIB T6 Gb Ta. -60°C to +50°C
C €2813 Ex db IIB T5 Gb Ta. -60°C to +58°C
Year / Serial No. P66
22/1GS22000000
WARNINGS - DO NOT OPEN WHEN AN EXPLOSIVE ATMOSPHERE IS PRESENT
ELECTROSTATIC HAZARD - CLEAN ONLY WITH A DAMP CLOTH

M20 X 1.5 ENTRIES - IF TEMPERATURE EXCEEDS 70°C AT ENTRY OR 80°C AT
BRANCHING POINT USE SUITABLY RATED CABLE AND CABLE GLANDS

@28 European Safety Systems Ltd
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SIRA 13ATEX1139X
IECEx SIR 13.0029X

GNExS2DC024-S
(SIL)

DRAWING TO BS8888:2000

GEOMETRIC TOLERANCES TO 1S01101:1983
+/-0.35mm
ANGULAR DIMENSIONAL TOLS +/-2 deg

LINEAR DIMENSIONAL TOLS
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