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Electrical data 
 
Electronic Sounder/Beacons Types BExCS110-05D and BExDCS110-05D: 

Supply voltage 12 Vdc 24 Vdc 48 Vdc 115 Vac 230 Vac 
Sounder Current [mA] 195 265 130 110 56 
Beacon Current [mA] 750 300 180 140 55 

 
Loudspeaker/Beacons Types BExCL15-05D and BExDCL15-05D: 

Supply voltage 12 Vdc 24 Vdc 48 Vdc 115 Vac 230 Vac 
Beacon Current [mA] 750 300 180 140 55 

 
Loudspeaker Type 100 V line 8 Ohms 16 Ohms 70 V line 
Supply voltage [V] 100 10,95 15,49 70 

 
Apello/Beacons Types BExCA110-05D and BExDCA110-05D: 

Supply voltage 24 Vdc 115 Vac 230 Vac 
Apello Current [mA] 480 90 45 
Beacon Current [mA] 300 140 55 

 
Sontel/Beacons Types BExCTS110-05D and BExDCTS110-05D: 

Supply voltage 12 Vdc 24 Vdc 48 Vdc 115 Vac 230 Vac 
Sounder Current [mA] 195 265 130 110 56 
Beacon Current [mA] 750 300 180 140 55 

 
Vershoven Sounder/Beacons Types BExCTV110-05D and BExDCTV110-05D: 

Supply voltage 12 Vdc 24 Vdc 48 Vdc 115 Vac 230 Vac 
Sounder Current [mA] 195 265 130 110 56 
Beacon Current [mA] 750 300 180 140 55 

 
Sounder/LED Beacons Types BExCS110-L1D and BExDCS110-L1D: 

Supply voltage 12 Vdc 24 Vdc 48 Vdc 115 Vac 230 Vac 
Sounder Current [mA] 195 265 130 110 56 
Beacon Current [mA] 760 400 210 135 65 

 
Combined sounder/ LED beacon Type BExCS110-L2D: 

Supply voltage 24 Vdc 48 Vdc 115 Vac 230 Vac 
Voltage range 18-30 Vdc 36-54 Vdc 103.5-126 Vac 207-253 Vac 
Sounder/Beacon Current [mA] 503 260 174 95 
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Marking and temperature ratings 
 
The relation between the combined Sounder/Beacon, the ambient temperature range and the marking for 
gas and dust applications is given in the tables below. 
 

GAS 
Ambient temp.  -50 °C to +40 °C -50 °C to +50 °C -50 °C to +70 °C 

BExCS110-05D(-R)  BExDCS110-05D(-R)  Ex db IIB T5 Gb Ex db IIB T4 Gb 
BExCL15-05D(-R) BExDCL15-05D(-R)  Ex db IIB T5 Gb Ex db IIB T4 Gb 
BExCA110-05D(-R) BExDCA110-05D(-R)  Ex db IIB T5 Gb Ex db IIB T4 Gb 
BExCTS110-05D(-R) BExDCTS110-05D(-R)  Ex db IIB T5 Gb Ex db IIB T4 Gb 
BExCTV110-05D(-R) BExDCTV110-05D(-R)  Ex db IIB T5 Gb Ex db IIB T4 Gb 
BExCS110L1D(-R) BExDCS110L1D(-R)  Ex db IIB T5 Gb Ex db IIB T4 Gb 
BExCS110-05D(-R)-P  BExDCS110-05D(-R)-P Ex db IIB T5 Gb  Ex db IIB T4 Gb 
BExCL15-05D(-R)-P BExDCL15-05D(-R)-P Ex db IIB T5 Gb  Ex db IIB T4 Gb 
BExCA110-05D(-R)-P BExDCA110-05D(-R)-P Ex db IIB T5 Gb  Ex db IIB T4 Gb 
BExCTS110-05D(-R)-P BExDCTS110-05D(-R)-P Ex db IIB T5 Gb  Ex db IIB T4 Gb 
BExCTV110-05D(-R)-P BExDCTV110-05D(-R)-P Ex db IIB T5 Gb  Ex db IIB T4 Gb 
BExCS110-L2D(-R)   Ex db IIB T5 Gb Ex db IIB T4 Gb 

DUST 
Ambient temp. -50 °C to +40 °C -50 °C to +55 °C -50 °C to +70 °C 

BExCS110-05D(-R)  BExDCS110-05D(-R)  Ex tb IIIC T100 °C Db Ex tb IIIC T115 °C Db 
BExCL15-05D(-R) BExDCL15-05D(-R)  Ex tb IIIC T100 °C Db Ex tb IIIC T115 °C Db 
BExCA110-05D(-R) BExDCA110-05D(-R)  Ex tb IIIC T100 °C Db Ex tb IIIC T115 °C Db 
BExCTS110-05D(-R) BExDCTS110-05D(-R)  Ex tb IIIC T100 °C Db Ex tb IIIC T115 °C Db 
BExCTV110-05D(-R) BExDCTV110-05D(-R)  Ex tb IIIC T100 °C Db Ex tb IIIC T115 °C Db 
BExCS110L1D(-R) BExDCS110L1D(-R)  Ex tb IIIC T100 °C Db Ex tb IIIC T115 °C Db 
BExCS110-05D(-R)-P  BExDCS110-05D(-R)-P  Ex tb IIIC T110 °C Db Ex tb IIIC T125 °C Db 
BExCL15-05D(-R)-P BExDCL15-05D(-R)-P  Ex tb IIIC T110 °C Db Ex tb IIIC T125 °C Db 
BExCA110-05D(-R)-P BExDCA110-05D(-R)-P  Ex tb IIIC T110 °C Db Ex tb IIIC T125 °C Db 
BExCTS110-05D(-R)-P BExDCTS110-05D(-R)-P  Ex tb IIIC T110 °C Db Ex tb IIIC T125 °C Db 
BExCTV110-05D(-R)-P BExDCTV110-05D(-R)-P  Ex tb IIIC T110 °C Db Ex tb IIIC T125 °C Db 
BExCS110-L2D(-R)  Ex tb IIIC T70 °C Db Ex tb IIIC T85 °C Db Ex tb IIIC T100 °C Db 
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