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(REF 60,0 ONLY)
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D1x B2 Xenon Beacon

Nominal Voltage: 24V dc Voltage Range: 20-28V dc

Nominal Current: 835mA

()
G2s
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INSTRUCTION
ATEX / IECEx
Ex db IIC T3 Gb Ta -55°C to +80°C

@ 112G Exdb IIC T4 Gb Ta -55°C to +65°C

SHEET
D191-00-201-1S

112D Exto IlIC T132°C Db Ta -55°C to +80°C

2813
NEC / CEC Class / Div P66
Class | Div 1 Group ABCD T3C Ta -55°C to +80°C
Class | Div 1 Group ABCD T4 Ta -55°C to +55°C Type 4/4XI3RIT3
Class Il Div 1 Group EFG T4 Ta -55°C to +80°C 34°NPT
Class Ill Div 1 Ta -65°C to +80°C M20
NEC Class / Zone
Class | Zone 1 AEx db IIC T3 Ta -55°C to +80°C -
Class | Zone 1 AEx db IIC T4 Ta -55°C to +65°C 3/4"NPT

Zone 21 AEx tb llIC T132°C Ta -55°C to +80°C

Cable Enties: 20ff M20
X1.5mm 3 -ofl 34" NPT

DEMKO 19 ATEX 2009X
IECEx ULD 19.0006X

CEC Class / Zone

Ex db IIC T3 Ta-55°C to +80°C

Ex db IIC T4 Ta -55°C to +65°C
Extb lIC T132°C Ta -55°C to +80°C

Location: Suitable for indoor and outdoor use )
If temperature exceeds 60°C at entry or 60°C at branching point
use suitably rated cable and cable gland - see instructions
Visual Signaliing Appliance for use in Hazardous Locations

Serial Number: YY/01DB32/XXXXX
Visual Appliance for use in Fire Alarm Systems - Private Mode
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(REF 60,0 ONLY)

D1XB2X15DC024

p
O Dp1xB2X15AC115

D1x B2 Xenon Beacon

Nominal Voltage: 115V ac Voltage Range: 110-120V ac

Nominal Current: 310mA

INSTRUCTION

ATEX / [ECEx
Ex db IIC T3 Gb Ta -55°C to +70°C
112G Exdb IIC T4 Gb Ta -55°C to +65°C

112D Extb IlIC T153°C Db Ta -55°C to +70°C

SHEET
D191-00-201-IS

C € 2813

1P66
Type 4/4X/3R13

NEC / CEC Class / Div

Class | Div 1 Group ABCD T4 Ta -55°C to +70°C
Class | Div 1 Group ABCD T4A Ta -55°C to +55°C
Class Il Div 1 Group EFG T4 Ta -55°C to +40°C

3/4"NPT
Class Il Div 1 Ta -55°C to +40°C M

120

NEC Class / Zone

Class | Zone 1 AEx db IIC T3 Ta -55°C to +70°C
Class | Zone 1 AEx db IIC T4 Ta -55°C to +65°C
Zone 21 AEx tb IIIC T153°C Ta -55°C to +70°C

M20
3/4"NPT

Cable Enties: 20ff M20
X1.5mm 3 -off 34" NPT

DEMKO 19 ATEX 2009X
IECEx ULD 19.0006X

CEC Class / Zone

Ex db IIC T3 Ta-55°C to +70°C

Ex db IIC T4 Ta-55°C to +65°C

Ex tb IIIC T153°C Ta -55°C to +70°C

Location: Suitable for indoor and outdoor use ,
If temperature exceeds 60°C at entry or 60°C at branching point
use suitably rated cable and cable gland - see instructions

Visual Signalling Appliance for use in Hazardous Locations Serial Number: YY/01DB35/00KX

o Impress House, Mansell Rd, London UK W3 7QH www.e2s.com o
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D1XB2X15AC115

p
O DpixB2x15DC048

D1x B2 Xenon Beacon

Nominal Voltage: 48V dc Voltage Range: 42-54V dc

Nominal Current: 330mA

INSTRUCTION
ATEX/ IECEX SHEET

Ex db IIC T3 Gb Ta -55°C to +80°C
112G Exdb IIC T4 Gb Ta -55°C to +65°C
112D Extb IlIC T132°C Db Ta -55°C to +80°C

D191-00-201-1S

c E 2813
NEC / CEC Class / Div o

Class | Div 1 Group ABCD T3C Ta -55°C to +80°C

Class | Div 1 Group ABCD T4 Ta -55°C to +55°C Type 4/4XI3R/13
Class Il Div 1 Group EFG T4 Ta -65°C to +80°C 34NPT
Class Ill Div 1 Ta -65°C to +80°C M20

NEC Class / Zone
Class | Zone 1 AEx db IIC T3 Ta -55°C to +80°C
Class | Zone 1 AEx db IIC T4 Ta -55°C to +65°C

M20
Zone 21 AEx tb llIC T132°C Ta -55°C to +80°C NPT

Gatie Entries: 2-0ff 20,
X1.5mm 3 -oft 34" NPT

- l
DEMKO 19 ATEX 2000X
IECEx ULD 19.0006X

CEC Class / Zone

Ex db IIC T3 Ta-55°C to +80°C
Exdb IIC T4 Ta -55°C to +65°C

Ex tb IIIC T132°C Ta -55°C to +80°C

Location: Suitable for indoor and outdoor use )
If temperature exceeds 60°C at entry or 60°C at branching point
use suitably rated cable and cable gland - see instructions

Visual Signaliing Appliance for use in Hazardous Locations Serial Numbor: YYI01DB3GH000GC
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D1XB2X15DC048

p
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D1x B2 Xenon Beacon

Nominal Voltage: 230V ac Voltage Range: 220-240V ac

Nominal Current: 170mA

INSTRUCTION
ATEX / IECEx SHEET

Ex db IIC T3 Gb Ta -55°C to +70°C
112G Exdb IIC T4 Gb Ta -55°C to +65°C
112D Ex tb IlIC T153°C Db Ta -55°C to +70°C

D191-00-201-IS

c E 2813

1P66
Type 4/4X/3R13

NEC / CEC Class / Div

Class | Div 1 Group ABCD T4 Ta -55°C to +70°C
Class | Div 1 Group ABCD T4A Ta -55°C to +55°C
Class Il Div 1 Group EFG T4 Ta -55°C to +40°C

3/4"NPT
Class Il Div 1 Ta -55°C to +40°C M

120

NEC Class / Zone

Class | Zone 1 AEx db IIC T3 Ta -55°C to +70°C
Class | Zone 1 AEx db IIC T4 Ta -55°C to +65°C
Zone 21 AEx tb IIIC T153°C Ta -55°C to +70°C

M20
3/4"NPT

Cable Enties: 2-0ff M20
X1.5mm 3 -off 34" NPT

DEMKO 19 ATEX 2000X
IECEx ULD 19.0006X

CEC Class / Zone

Ex db IIC T3 Ta-55°C to +70°C

Ex db IIC T4 Ta -55°C to +65°C

Ex tb IIIC T153°C Ta -55°C to +70°C

Location: Suitable for indoor and outdoor use
If temperature exceeds 60°C at enlr\{ or 60°C at branching point
use suitably rated cable and cable gland - see instructions

Visual Signalling Appliance for use in Hazardous Locations Seral Numbor: YY/0 DBS000CK

o Impress House, Mansell Rd, London UK W3 7QH www.e2s.com o
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D1XB2X15AC230
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