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Impress House, Mansell Rd, London UK W3 7QH www.e2s.com

D1xL1-R008-D
D1xL1FR008...

Type 4 / 4X / 3R / 13 
Year / Serial No.  YY/01DD31...

Warnings :
If Temperature exceeds 60°C at entry or branching point use
suitably rated cable and cable glands

IP66

MMYY

DO NOT OPEN WHEN AN EXPLOSIVE ATMOSPHERE IS PRESENT 

NE PAS OUVRIR UN PRESENCE D'ATMOSPHERE EXPLOSIVE

CAUTION
TO REDUCE THE RISK OF IGNITION OF HAZARDOUS ATMOSPHERES: 
DISCONNECT FROM SUPPLY BEFORE  OPENING. 

WARNING
FIT SEALING FITTING IN CONDUIT RUNS 

NOT TO BE USED AS A VISUAL PUBLIC

ATTENTION
POUR REDUIRE LE RISQUE D'INFLAMMATION
DES ATMOSPHÈRES DANGEREUSES:
COUPER L 'ALIMENTATION AVANT OUVERTURE.
CONSERVER FERMÉ PENDANT LE FONCIONNEMENT.

AVERTISSEMENT
CONDUITS DOIVENT ETRE SCELLES EN MIONS DE 18 POUCES.
NE DOIT PAS ETRE UTILISE EN TANTQUE APPAREIL
POUR LA NOTIFICATION D'ALARME PUBLIQUE VISUELL.

WITHIN 18 INCHES FROM ENCLOSURE.

MODE ALARM NOTIFICATION APPLIANCE.

KEEP TIGHTLY CLOSED WHEN IN OPERATION.

DO NOT OPEN WHEN ENERGISED 
POTENTIAL ELECTROSTATIC CHARGING HAZARD - CLEAN ONLY 
WITH A DAMP CLOTH 

NE PAS OUVRIR ENERGIE
DANGER POTENTIEL CHARGE ÉLECTROSTATIQUE -
NETTOYER UNIQUEMENT AVEC UN CHIFFON HUMIDEImpress House, Mansell Rd, London UK W3 7QH www.e2s.com

D1xL1-V070-D
D1xL1FV070...

Impress House, Mansell Rd, London UK W3 7QH www.e2s.com

D1xL1-R016-D
D1xL1FR016...

D1xL1F

Max I/P Voltage: 10.95V

Model: D1xL1-R008-D

Input  
Power       

8 Ohm
15W

D1xL1F
D1xL1-R016-DModel:

D1xL1F
D1xL1-V070-DModel:

60,0

3
0,

0

D1xL1-R016-D
Label 1

D1xL1-V070-D
Label 1

D1xL1-R008-D
Label 2

D1xL1-R016-D
Label 2

D1xL1-V070-D
Label 2

D1xL1 Warnings Label
(All Models)

Notes:

1. For D1xL1R, replace 'F' with 'R' in part code
2. Enclosure entries may differ depending on product options

Max I/P Voltage: 15.49V

Input  
Power         

16 Ohm
15W

Max I/P Voltage: 70V

Input  
Power         

70V Line
15W

US & CANADA (NEC & CEC) CLASS DIV
CLASS I DIV 1 FG T6 Ta -40°C to +70°C
CLASS III DIV 1 Ta -40°C to +70°C

US (NEC) CLASS ZONE
Zone 20 IIIB T6 Ta -40°C to +70°C
Zone 21 Aex tb IIIC T90°C Db Ta -55°C to +75°C

CANADA (CEC) CLASS ZONE
Zone 20 IIIB T6 Ta -40°C to +70°C
Ex tb IIIC T90°C Db Ta -55°C to +75°C Entries: Twin: M20x1.5 / Single: ½" NPT

Suitable for outdoor use

Type 4 / 4X / 3R / 13 
Year / Serial No.  YY/01DD32...

IP66

MMYY

Entries: Twin: M20x1.5 / Single: ½" NPT
Suitable for outdoor use

Type 4 / 4X / 3R / 13 
Year / Serial No.  YY/01DD34...

IP66

MMYY

Entries: Twin: M20x1.5 / Single: ½" NPT
Suitable for outdoor use

Warnings :
If Temperature exceeds 60°C at entry or branching point use
suitably rated cable and cable glands

US & CANADA (NEC & CEC) CLASS DIV
CLASS I DIV 1 FG T6 Ta -40°C to +70°C
CLASS III DIV 1 Ta -40°C to +70°C

US (NEC) CLASS ZONE
Zone 20 IIIB T6 Ta -40°C to +70°C
Zone 21 Aex tb IIIC T90°C Db Ta -55°C to +75°C

CANADA (CEC) CLASS ZONE
Zone 20 IIIB T6 Ta -40°C to +70°C
Ex tb IIIC T90°C Db Ta -55°C to +75°C

Warnings :
If Temperature exceeds 60°C at entry or branching point use
suitably rated cable and cable glands

US & CANADA (NEC & CEC) CLASS DIV
CLASS I DIV 1 FG T6 Ta -40°C to +70°C
CLASS III DIV 1 Ta -40°C to +70°C

US & CANADA (NEC & CEC) CLASS ZONE
Zone 20 IIIB T6 Ta -40°C to +70°C
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D1xL2-R008-D
D1xL2FR008...

Type 4 / 4X / 3R / 13 
Year / Serial No.  YY/01DD41...

IP66

MMYY

DO NOT OPEN WHEN AN EXPLOSIVE ATMOSPHERE IS PRESENT 

NE PAS OUVRIR UN PRESENCE D'ATMOSPHERE EXPLOSIVE

CAUTION
TO REDUCE THE RISK OF IGNITION OF HAZARDOUS ATMOSPHERES: 
DISCONNECT FROM SUPPLY BEFORE  OPENING. 

WARNING
FIT SEALING FITTING IN CONDUIT RUNS 

NOT TO BE USED AS A VISUAL PUBLIC

ATTENTION
POUR REDUIRE LE RISQUE D'INFLAMMATION
DES ATMOSPHÈRES DANGEREUSES:
COUPER L 'ALIMENTATION AVANT OUVERTURE.
CONSERVER FERMÉ PENDANT LE FONCIONNEMENT.

AVERTISSEMENT
CONDUITS DOIVENT ETRE SCELLES EN MIONS DE 18 POUCES.
NE DOIT PAS ETRE UTILISE EN TANTQUE APPAREIL
POUR LA NOTIFICATION D'ALARME PUBLIQUE VISUELL.

WITHIN 18 INCHES FROM ENCLOSURE.

MODE ALARM NOTIFICATION APPLIANCE.

KEEP TIGHTLY CLOSED WHEN IN OPERATION.

DO NOT OPEN WHEN ENERGISED 
POTENTIAL ELECTROSTATIC CHARGING HAZARD - CLEAN ONLY 
WITH A DAMP CLOTH 

NE PAS OUVRIR ENERGIE
DANGER POTENTIEL CHARGE ÉLECTROSTATIQUE -
NETTOYER UNIQUEMENT AVEC UN CHIFFON HUMIDEImpress House, Mansell Rd, London UK W3 7QH www.e2s.com

D1xL2-V070-D
D1xL2FV070...

Impress House, Mansell Rd, London UK W3 7QH www.e2s.com

D1xL2-R016-D
D1xL2FR016...

D1xL2F

Max I/P Voltage: 14.14V

Model: D1xL2-R008-D

Input  
Power       

8 Ohm
25W

D1xL2F
D1xL2-R016-DModel:

D1xL2F
D1xL2-V070-DModel:

60,0

3
0,

0

D1xL2-R016-D
Label 1

D1xL2-V070-D
Label 1

D1xL2-R008-D
Label 2

D1xL2-R016-D
Label 2

D1xL2-V070-D
Label 2

D1xL2 Warnings Label
(All Models)

Notes:

1. For D1xL2R, replace 'F' with 'R' in part code
2. Enclosure entries may differ depending on product options

Max I/P Voltage: 20V

Input  
Power         

16 Ohm
25W

Max I/P Voltage: 70V

Input  
Power         

70V Line
25W

Entries: Twin: M20x1.5 / Single: ½" NPT
Suitable for outdoor use

Type 4 / 4X / 3R / 13 
Year / Serial No.  YY/01DD42...

IP66

MMYY

Entries: Twin: M20x1.5 / Single: ½" NPT
Suitable for outdoor use

Type 4 / 4X / 3R / 13 
Year / Serial No.  YY/01DD44...

IP66

MMYY

Entries: Twin: M20x1.5 / Single: ½" NPT
Suitable for outdoor use

Warnings :
If Temperature exceeds 60°C at entry or branching point use
suitably rated cable and cable glands

US & CANADA (NEC & CEC) CLASS DIV
CLASS I DIV 1 FG T6 Ta -40°C to +70°C
CLASS III DIV 1 Ta -40°C to +70°C

US (NEC) CLASS ZONE
Zone 20 IIIB T6 Ta -40°C to +70°C
Zone 21 Aex tb IIIC T95°C Db Ta -55°C to +75°C

CANADA (CEC) CLASS ZONE
Zone 20 IIIB T6 Ta -40°C to +70°C
Ex tb IIIC T95°C Db Ta -55°C to +75°C

Warnings :
If Temperature exceeds 60°C at entry or branching point use
suitably rated cable and cable glands

US & CANADA (NEC & CEC) CLASS DIV
CLASS I DIV 1 FG T6 Ta -40°C to +70°C
CLASS III DIV 1 Ta -40°C to +70°C

US (NEC) CLASS ZONE
Zone 20 IIIB T6 Ta -40°C to +70°C
Zone 21 Aex tb IIIC T95°C Db Ta -55°C to +75°C

CANADA (CEC) CLASS ZONE
Zone 20 IIIB T6 Ta -40°C to +70°C
Ex tb IIIC T95°C Db Ta -55°C to +75°C

Warnings :
If Temperature exceeds 60°C at entry or branching point use
suitably rated cable and cable glands

US & CANADA (NEC & CEC) CLASS DIV
CLASS I DIV 1 FG T6 Ta -40°C to +70°C
CLASS III DIV 1 Ta -40°C to +70°C

US & CANADA (NEC & CEC) CLASS ZONE
Zone 20 IIIB T6 Ta -40°C to +70°C
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D1xL1-R008-A

2813

D1xL1FR008...

Type 4 / 4X / 3R / 13 
Year / Serial No.  YY/01DG31...

Warnings :
If Temperature exceeds (ATEX/IECEX: 70°C at entry or 80°C at
branching point) (NEC/CEC: 60°C at entry & branching point) Use
suitably rated cable and cable glands

IP66

MMYY

ATEX / IECEx / UKEx
Ex db IIC T5 Gb Ta -55°C to +75°C
Ex db IIC T6 Gb Ta -55°C to +60C
Ex tb IIIC T86°C Db Ta -55°C to +75°C

II 2G
II 2D

DEMKO 19 ATEX 2141X
IECEx ULD 19.0008X

UL21UKEX2132X

DO NOT OPEN WHEN AN EXPLOSIVE ATMOSPHERE IS PRESENT 

NE PAS OUVRIR UN PRESENCE D'ATMOSPHERE EXPLOSIVE

CAUTION
TO REDUCE THE RISK OF IGNITION OF HAZARDOUS ATMOSPHERES: 
DISCONNECT FROM SUPPLY BEFORE  OPENING. 

WARNING
FIT SEALING FITTING IN CONDUIT RUNS 

NOT TO BE USED AS A VISUAL PUBLIC

ATTENTION
POUR REDUIRE LE RISQUE D'INFLAMMATION
DES ATMOSPHÈRES DANGEREUSES:
COUPER L 'ALIMENTATION AVANT OUVERTURE.
CONSERVER FERMÉ PENDANT LE FONCIONNEMENT.

AVERTISSEMENT
CONDUITS DOIVENT ETRE SCELLES EN MIONS DE 18 POUCES.
NE DOIT PAS ETRE UTILISE EN TANTQUE APPAREIL
POUR LA NOTIFICATION D'ALARME PUBLIQUE VISUELL.

WITHIN 18 INCHES  FROM  ENCLOSURE.

MODE ALARM NOTIFICATION APPLIANCE.

KEEP TIGHTLY CLOSED WHEN IN OPERATION.

DO NOT OPEN WHEN ENERGISED 
POTENTIAL ELECTROSTATIC CHARGING HAZARD - CLEAN ONLY 
WITH A DAMP CLOTH 

NE PAS OUVRIR ENERGIE
DANGER POTENTIEL CHARGE ÉLECTROSTATIQUE -
NETTOYER UNIQUEMENT AVEC UN CHIFFON HUMIDE

Impress House, Mansell Rd, London UK W3 7QH www.e2s.com

D1xL1-V070-A
D1xL1FV070...

Impress House, Mansell Rd, London UK W3 7QH www.e2s.com

D1xL1-R016-A
D1xL1FR016...

Impress House, Mansell Rd, London UK W3 7QH www.e2s.com

D1xL1-V100-A
D1xL1FV100...

D1xL1F

Max I/P Voltage: 10.95V

Model: D1xL1-R008-A

Input  
Power       

8 Ohm
15W

D1xL1F
D1xL1-R016-AModel:

D1xL1F
D1xL1-V070-AModel:

D1xL1F
D1xL1-V100-AModel:

60,0

3
0,

0

D1xL1-R016-A
Label 1

D1xL1-V070-A
Label 1

D1xL1-V100-A
Label 1

D1xL1-R008-A
Label 2

D1xL1-R016-A
Label 2

D1xL1-V070-A
Label 2

D1xL1-V100-A
Label 2

D1xL1 Warnings Label
(All Models)

Notes:

1. For D1xL1R, replace 'F' with 'R' in part code
2. Enclosure entries may differ depending on product options

0518

Max I/P Voltage: 15.49V

Input  
Power         

16 Ohm
15W

Max I/P Voltage: 70V

Input  
Power         

70V Line
15W

Max I/P Voltage: 100V

Input  
Power         

100V Line
15W

US (NEC ) CLASS DIV
CLASS I DIV 1 Group ABCD T5 Ta -55°C to +85°C
CLASS I DIV 1 Group ABCD T6 Ta -55°C to +65°C
US (NEC) CLASS ZONE
CLASS I ZONE 1 AEx db IIC T5 Gb Ta -55°C to +75°C
CLASS I ZONE 1 AEx db IIC T6 Gb Ta -55°C to +60°C
Zone 21 Aex tb IIIC T90°C Db Ta -55°C to +75°C
CANADA (CEC ) CLASS DIV
CLASS I DIV 1 Group ABCD T5 Ta -55°C to +75°C
CLASS I DIV 1 Group ABCD T6 Ta -55°C to +65°C
CANADA (CEC) CLASS ZONE
Ex db IIC T5 Gb Ta -55°C to +75°C
Ex db IIC T6 Gb Ta -55°C to +60C
Ex tb IIIC T90°C Db Ta -55°C to +75°C

Entries: Twin: M20x1.5 / Single: ½" NPT
Suitable for outdoor use

2813Type 4 / 4X / 3R / 13 
Year / Serial No.  YY/01DG32...

Warnings :
If Temperature exceeds (ATEX/IECEX: 70°C at entry or 80°C at
branching point) (NEC/CEC: 60°C at entry & branching point) Use
suitably rated cable and cable glands

IP66

MMYY

ATEX / IECEx / UKEx
Ex db IIC T5 Gb Ta -55°C to +75°C
Ex db IIC T6 Gb Ta -55°C to +60C
Ex tb IIIC T86°C Db Ta -55°C to +75°C

II 2G
II 2D

DEMKO 19 ATEX 2141X
IECEx ULD 19.0008X

UL21UKEX2132X

0518

US (NEC ) CLASS DIV
CLASS I DIV 1 Group ABCD T5 Ta -55°C to +85°C
CLASS I DIV 1 Group ABCD T6 Ta -55°C to +65°C
US (NEC) CLASS ZONE
CLASS I ZONE 1 AEx db IIC T5 Gb Ta -55°C to +75°C
CLASS I ZONE 1 AEx db IIC T6 Gb Ta -55°C to +60°C
Zone 21 Aex tb IIIC T90°C Db Ta -55°C to +75°C
CANADA (CEC ) CLASS DIV
CLASS I DIV 1 Group ABCD T5 Ta -55°C to +75°C
CLASS I DIV 1 Group ABCD T6 Ta -55°C to +65°C
CANADA (CEC) CLASS ZONE
Ex db IIC T5 Gb Ta -55°C to +75°C
Ex db IIC T6 Gb Ta -55°C to +60C
Ex tb IIIC T90°C Db Ta -55°C to +75°C

Entries: Twin: M20x1.5 / Single: ½" NPT
Suitable for outdoor use

2813Type 4 / 4X / 3R / 13 
Year / Serial No.  YY/01DG34...

Warnings :
If Temperature exceeds (ATEX/IECEX: 70°C at entry or 80°C at
branching point) (NEC/CEC: 60°C at entry & branching point) Use
suitably rated cable and cable glands

IP66

MMYY

ATEX / IECEx / UKEx
Ex db IIC T5 Gb Ta -55°C to +75°C
Ex db IIC T6 Gb Ta -55°C to +60C
Ex tb IIIC T86°C Db Ta -55°C to +75°C

II 2G
II 2D

DEMKO 19 ATEX 2141X
IECEx ULD 19.0008X

UL21UKEX2132X

0518

US (NEC ) CLASS DIV
CLASS I DIV 1 Group ABCD T5 Ta -55°C to +85°C
CLASS I DIV 1 Group ABCD T6 Ta -55°C to +65°C
US (NEC) CLASS ZONE
CLASS I ZONE 1 AEx db IIC T5 Gb Ta -55°C to +75°C
CLASS I ZONE 1 AEx db IIC T6 Gb Ta -55°C to +60°C
Zone 21 Aex tb IIIC T90°C Db Ta -55°C to +75°C
CANADA (CEC ) CLASS DIV
CLASS I DIV 1 Group ABCD T5 Ta -55°C to +75°C
CLASS I DIV 1 Group ABCD T6 Ta -55°C to +65°C
CANADA (CEC) CLASS ZONE
Ex db IIC T5 Gb Ta -55°C to +75°C
Ex db IIC T6 Gb Ta -55°C to +60C
Ex tb IIIC T90°C Db Ta -55°C to +75°C

Entries: Twin: M20x1.5 / Single: ½" NPT
Suitable for outdoor use

2813Type 4 / 4X / 3R / 13 
Year / Serial No.  YY/01DG33...

Warnings :
If Temperature exceeds (ATEX/IECEX: 70°C at entry or 80°C at
branching point) (NEC/CEC: 60°C at entry & branching point) Use
suitably rated cable and cable glands

IP66

MMYY

ATEX / IECEx / UKEx
Ex db IIC T5 Gb Ta -55°C to +75°C
Ex db IIC T6 Gb Ta -55°C to +60C
Ex tb IIIC T92°C Db Ta -55°C to +75°C

II 2G
II 2D

DEMKO 19 ATEX 2141X
IECEx ULD 19.0008X

UL21UKEX2132X

0518

US (NEC ) CLASS DIV
CLASS I DIV 1 Group ABCD T5 Ta -55°C to +85°C
CLASS I DIV 1 Group ABCD T6 Ta -55°C to +65°C
US (NEC) CLASS ZONE
CLASS I ZONE 1 AEx db IIC T5 Gb Ta -55°C to +75°C
CLASS I ZONE 1 AEx db IIC T6 Gb Ta -55°C to +60°C
Zone 21 Aex tb IIIC T90°C Db Ta -55°C to +75°C
CANADA (CEC ) CLASS DIV
CLASS I DIV 1 Group ABCD T5 Ta -55°C to +75°C
CLASS I DIV 1 Group ABCD T6 Ta -55°C to +65°C
CANADA (CEC) CLASS ZONE
Ex db IIC T5 Gb Ta -55°C to +75°C
Ex db IIC T6 Gb Ta -55°C to +60C
Ex tb IIIC T90°C Db Ta -55°C to +75°C

Entries: Twin: M20x1.5 / Single: ½" NPT
Suitable for outdoor use
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Impress House, Mansell Rd, London UK W3 7QH www.e2s.com

D1xL2-R008-A

2813

D1xL2FR008...

Type 4 / 4X / 3R / 13 
Year / Serial No.  YY/01DG41...

Warnings :
If Temperature exceeds (ATEX/IECEX: 70°C at entry or 80°C at
branching point) (NEC/CEC: 60°C at entry & branching point) Use
suitably rated cable and cable glands

IP66

MMYY

ATEX / IECEx / UKEx
Ex db IIC T5 Gb Ta -55°C to +75°C
Ex db IIC T6 Gb Ta -55°C to +55C
Ex tb IIIC T91°C Db Ta -55°C to +75°C

II 2G
II 2D

DEMKO 19 ATEX 2141X
IECEx ULD 19.0008X

UL21UKEX2132X

DO NOT OPEN WHEN AN EXPLOSIVE ATMOSPHERE IS PRESENT 

NE PAS OUVRIR UN PRESENCE D'ATMOSPHERE EXPLOSIVE

CAUTION
TO REDUCE THE RISK OF IGNITION OF HAZARDOUS ATMOSPHERES: 
DISCONNECT FROM SUPPLY BEFORE  OPENING. 

WARNING
FIT SEALING FITTING IN CONDUIT RUNS 

NOT TO BE USED AS A VISUAL PUBLIC

ATTENTION
POUR REDUIRE LE RISQUE D'INFLAMMATION
DES ATMOSPHÈRES DANGEREUSES:
COUPER L 'ALIMENTATION AVANT OUVERTURE.
CONSERVER FERMÉ PENDANT LE FONCIONNEMENT.

AVERTISSEMENT
CONDUITS DOIVENT ETRE SCELLES EN MIONS DE 18 POUCES.
NE DOIT PAS ETRE UTILISE EN TANTQUE APPAREIL
POUR LA NOTIFICATION D'ALARME PUBLIQUE VISUELL.

WITHIN 18 INCHES  FROM  ENCLOSURE.

MODE ALARM NOTIFICATION APPLIANCE.

KEEP TIGHTLY CLOSED WHEN IN OPERATION.

DO NOT OPEN WHEN ENERGISED 
POTENTIAL ELECTROSTATIC CHARGING HAZARD - CLEAN ONLY 
WITH A DAMP CLOTH 

NE PAS OUVRIR ENERGIE
DANGER POTENTIEL CHARGE ÉLECTROSTATIQUE -
NETTOYER UNIQUEMENT AVEC UN CHIFFON HUMIDE

Impress House, Mansell Rd, London UK W3 7QH www.e2s.com

D1xL2-V070-A
D1xL2FV070...

Impress House, Mansell Rd, London UK W3 7QH www.e2s.com

D1xL2-R016-A
D1xL2FR016...

Impress House, Mansell Rd, London UK W3 7QH www.e2s.com

D1xL2-V100-A
D1xL2FV100...

D1xL2F

Max I/P Voltage: 14.14V

Model: D1xL2-R008-A

Input  
Power       

8 Ohm
25W

D1xL2F
D1xL2-R016-AModel:

D1xL2F
D1xL2-V070-AModel:

D1xL2F
D1xL2-V100-AModel:

60,0

3
0,

0

D1xL2-R016-A
Label 1

D1xL2-V070-A
Label 1

D1xL2-V100-A
Label 1

D1xL2-R008-A
Label 2

D1xL2-R016-A
Label 2

D1xL2-V070-A
Label 2

D1xL2-V100-A
Label 2

D1xL2 Warnings Label
(All Models)

Notes:

1. For D1xL2R, replace 'F' with 'R' in part code
2. Enclosure entries may differ depending on product options

0518

Max I/P Voltage: 20V

Input  
Power         

16 Ohm
25W

Max I/P Voltage: 70V

Input  
Power         

70V Line
25W

Max I/P Voltage: 100V

Input  
Power         

100V Line
25W

US (NEC ) CLASS DIV
CLASS I DIV 1 Group ABCD T5 Ta -55°C to +85°C
CLASS I DIV 1 Group ABCD T6 Ta -55°C to +60°C
US (NEC) CLASS ZONE
CLASS I ZONE 1 AEx db IIC T5 Gb Ta -55°C to +75°C
CLASS I ZONE 1 AEx db IIC T6 Gb Ta -55°C to +55°C
Zone 21 Aex tb IIIC T95°C Db Ta -55°C to +75°C
CANADA (CEC ) CLASS DIV
CLASS I DIV 1 Group ABCD T5 Ta -55°C to +75°C
CLASS I DIV 1 Group ABCD T6 Ta -55°C to +60°C
CANADA (CEC) CLASS ZONE
Ex db IIC T5 Gb Ta -55°C to +75°C
Ex db IIC T6 Gb Ta -55°C to +55C
Ex tb IIIC T95°C Db Ta -55°C to +75°C

Entries: Twin: M20x1.5 / Single: ½" NPT
Suitable for outdoor use

2813Type 4 / 4X / 3R / 13 
Year / Serial No.  YY/01DG42...

Warnings :
If Temperature exceeds (ATEX/IECEX: 70°C at entry or 80°C at
branching point) (NEC/CEC: 60°C at entry & branching point) Use
suitably rated cable and cable glands

IP66

MMYY

II 2G
II 2D

DEMKO 19 ATEX 2141X
IECEx ULD 19.0008X

UL21UKEX2132X

0518

Entries: Twin: M20x1.5 / Single: ½" NPT
Suitable for outdoor use

2813Type 4 / 4X / 3R / 13 
Year / Serial No.  YY/01DG44...

Warnings :
If Temperature exceeds (ATEX/IECEX: 70°C at entry or 80°C at
branching point) (NEC/CEC: 60°C at entry & branching point) Use
suitably rated cable and cable glands

IP66

MMYY

II 2G
II 2D

DEMKO 19 ATEX 2141X
IECEx ULD 19.0008X

UL21UKEX2132X

0518

Entries: Twin: M20x1.5 / Single: ½" NPT
Suitable for outdoor use

2813Type 4 / 4X / 3R / 13 
Year / Serial No.  YY/01DG43...

Warnings :
If Temperature exceeds (ATEX/IECEX: 70°C at entry or 80°C at
branching point) (NEC/CEC: 60°C at entry & branching point) Use
suitably rated cable and cable glands

IP66

MMYY

II 2G
II 2D

DEMKO 19 ATEX 2141X
IECEx ULD 19.0008X

UL21UKEX2132X

0518

Entries: Twin: M20x1.5 / Single: ½" NPT
Suitable for outdoor use

ATEX / IECEx / UKEx
Ex db IIC T5 Gb Ta -55°C to +75°C
Ex db IIC T6 Gb Ta -55°C to +55C
Ex tb IIIC T91°C Db Ta -55°C to +75°C

US (NEC ) CLASS DIV
CLASS I DIV 1 Group ABCD T5 Ta -55°C to +85°C
CLASS I DIV 1 Group ABCD T6 Ta -55°C to +60°C
US (NEC) CLASS ZONE
CLASS I ZONE 1 AEx db IIC T5 Gb Ta -55°C to +75°C
CLASS I ZONE 1 AEx db IIC T6 Gb Ta -55°C to +55°C
Zone 21 Aex tb IIIC T95°C Db Ta -55°C to +75°C
CANADA (CEC ) CLASS DIV
CLASS I DIV 1 Group ABCD T5 Ta -55°C to +75°C
CLASS I DIV 1 Group ABCD T6 Ta -55°C to +60°C
CANADA (CEC) CLASS ZONE
Ex db IIC T5 Gb Ta -55°C to +75°C
Ex db IIC T6 Gb Ta -55°C to +55C
Ex tb IIIC T95°C Db Ta -55°C to +75°C

ATEX / IECEx / UKEx
Ex db IIC T5 Gb Ta -55°C to +75°C
Ex db IIC T6 Gb Ta -55°C to +55C
Ex tb IIIC T91°C Db Ta -55°C to +75°C

US (NEC ) CLASS DIV
CLASS I DIV 1 Group ABCD T5 Ta -55°C to +85°C
CLASS I DIV 1 Group ABCD T6 Ta -55°C to +60°C
US (NEC) CLASS ZONE
CLASS I ZONE 1 AEx db IIC T5 Gb Ta -55°C to +75°C
CLASS I ZONE 1 AEx db IIC T6 Gb Ta -55°C to +55°C
Zone 21 Aex tb IIIC T95°C Db Ta -55°C to +75°C
CANADA (CEC ) CLASS DIV
CLASS I DIV 1 Group ABCD T5 Ta -55°C to +75°C
CLASS I DIV 1 Group ABCD T6 Ta -55°C to +60°C
CANADA (CEC) CLASS ZONE
Ex db IIC T5 Gb Ta -55°C to +75°C
Ex db IIC T6 Gb Ta -55°C to +55C
Ex tb IIIC T95°C Db Ta -55°C to +75°C

ATEX / IECEx / UKEx
Ex db IIC T4 Gb Ta -55°C to +75°C
Ex db IIC T5 Gb Ta -55°C to +70°C
Ex db IIC T6 Gb Ta -55°C to +55°C
Ex tb IIIC T98°C Db Ta -55°C to +75°C

US (NEC ) CLASS DIV
CLASS I DIV 1 Group ABCD T5 Ta -55°C to +85°C
CLASS I DIV 1 Group ABCD T6 Ta -55°C to +60°C
US (NEC) CLASS ZONE
CLASS I ZONE 1 AEx db IIC T4 Gb Ta -55°C to +75°C
CLASS I ZONE 1 AEx db IIC T5 Gb Ta -55°C to +70°C
CLASS I ZONE 1 AEx db IIC T6 Gb Ta -55°C to +55°C
Zone 21 Aex tb IIIC T91°C Db Ta -55°C to +75°C
CANADA (CEC ) CLASS DIV
CLASS I DIV 1 Group ABCD T5 Ta -55°C to +75°C
CLASS I DIV 1 Group ABCD T6 Ta -55°C to +60°C
CANADA (CEC) CLASS ZONE
Ex db IIC T4 Gb Ta -55°C to +75°C
Ex db IIC T5 Gb Ta -55°C to +70°C
Ex db IIC T6 Gb Ta -55°C to +55C
Ex tb IIIC T91°C Db Ta -55°C to +75°C
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