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AUDIBLE-SIGNAL APPLIANCES FOR USE IN 
HAZARDOUS LOCATIONS; AUDIBLE-SIGNAL 
APPLIANCES FOR USE IN ZONE CLASSIFIED 
HAZARDOUS LOCATIONS

This certificate confirms that
representative samples of

See Addendum Page

Have been investigated by UL in accordance with the 
Standard(s) indicated on this Certificate. 

Standard(s) for Safety: See Addendum Page
Additional Information: See the UL Online Certifications Directory at  

https://iq.ulprospector.com  for additional information.

This Certificate of Compliance does not provide authorization to apply the UL Mark.  Only the UL Follow-Up 
Services Procedure provides authorization to apply the UL Mark.

Only those products bearing the UL Mark should be considered as being UL Certified and covered under UL’s 
Follow-Up Services. 

Look for the UL Certification Mark on the product.
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements.

USL, CNL Class I, Division 1, Groups A, B, C and D Hazardous Locations;

Loudspeakers:
Model number D1x, followed by L1 or L2, followed by -, followed by V070-A, V100-A, AXIS-A, R008-A 
or R016-A.

USL, CNL Class II, Division 1, Groups F and G: Class III, Division 1 Hazardous Locations.

Loudspeakers:
Model number D1x, followed by L1 or L2, followed by -, followed by V070-D, R008-D or R016-D.

USL Class I, Zone 1 AEx db IIC Gb; Hazardous Locations;

Loudspeakers:
Model number D1x, followed by L1 or L2, followed by -, followed by V070-A, V100-A, AXIS-A, R008-A 
or R016-A.

USL Zone 21 AEx tb IIIC Db; Hazardous Locations.

Loudspeakers:
Model number D1x, followed by L1 or L2, followed by -, followed by V070-A, V100-A, AXIS-A, R008-A, 
R008-D, R016-A or R016-D. 

CNL Ex db IIC Gb; Hazardous Locations;

Loudspeakers:
Model number D1x, followed by L1 or L2, followed by -, followed by V070-A, V100-A, AXIS-A, R008-A 
or R016-A.

CNL Ex tb IIIC Db; Hazardous Locations.

Loudspeakers:
Model number D1x, followed by L1 or L2, followed by -, followed by V070-A, V100-A, AXIS-A, R008-A, 
R008-D, R016-A or R016-D.
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Standards:
UL 1203 ExplosionProof and Dust-IgnitionProof Electrical Equipment for Use in Hazardous 
(Classified) Locations
CSA C22.2 No. 30 Explosion-proof equipment
UL 60079-0 Explosive Atmospheres - Part 0: Equipment - General Requirements
UL 60079-1 Standard for Explosive Atmospheres Part 1: Equipment Protection by Flameproof 
Enclosures d
UL 60079-31 Explosive Atmospheres - Part 31: Equipment Dust Ignition Protection by Enclosure "t"
CSA C22.2 No. 60079-0 Electrical Apparatus for Explosive Gas Atmospheres - Part 0: General 
Requirements
CSA C22.2 No. 60079-1 Explosive Atmospheres - Part 1: Equipment Protection by Flameproof 
Enclosures "d"
CSA C22.2 No. 60079-31 Explosive Atmospheres - Part 31: Equipment Dust Ignition Protection 
by Enclosure "t"
UL1480A Speakers for Commercial and Professional Use
CSA C22.2 No. 205 Signal Equipment


