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R.N.POTTS D150-09-701

SEE NOTE

IS-CP4 Manual Call Point
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European Safety Systems Ltd. London W3 7QH UK

IS-CP4A-PT Manual Call Point 

www.e2s.com

2S

WARNING - DO NOT OPEN WHEN AN EXPLOSIVE 
ATMOSPHERE MAY BE PRESENT

warning signals

Part Code: IS-CP4APTXXXXXXXXXX

II 1G2D

IP66  -40ºC <= Ta <= +55ºC

10-10-22

10-10-22

2813

SIRA 09ATEX2287X
Year / Serial No. 20 / 1CP4APT000001 IECEx SIR 09.0122X

0518

CSAE 21UKEX2555X

IS-CP4A-PT IS-CP4B-PT

Ex ia IIC T6 Ga
Ui=30V li=500mA Pi=1.1W Ci=0 Li=0
Ex t IIIC T60°C Db

DC Voltage 56V Max. , Current 1A Max.
AC Voltage 250V Max. , Current 5A Max.
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IS-CP4B-PT Manual Call Point 
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WARNING - DO NOT OPEN WHEN AN EXPLOSIVE 
ATMOSPHERE MAY BE PRESENT

warning signals

Part Code: IS-CP4BPTXXXXXXXXXX

II 1G

IP66  -40ºC <= Ta <= +55ºC

2813

SIRA 09ATEX2287X
Year / Serial No. 20 / 1CP4BPT000001 IECEx SIR 09.0122X

0518

CSAE 21UKEX2555X
Ex ia IIC T4 Ga
Ui=30V li=500mA Pi=1.1W Ci=0 Li=0
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CSAE CERT NO. CORRECTED
DH 07-02-23


