
TAG PLATE SPECIFICATION DRAWING
CALL POINTS / PLATED UNITS

ALL DIMENSIONS IN MM

IF IN DOUBT, ASK - 
DO NOT SCALE

1:1 1 of 1

D.HOWGILL 2S
warning signals

1

R.N.POTTS D254-00-111

SEE NOTE
R.N.POTTS

INTRODUCTION
DH 22-03-23

22-03-23

DRAWING NUMBER

TITLE

SCALE SHEETALTERNATIVE MATERIAL

MATERIAL

SURFACE FINISH WEIGHT (Kg)DRAWN DATE

DATECHECKED
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STANDARDS

DRAWING TO BS8888:2000
GEOMETRIC TOLERANCES TO ISO1101:1983
LINEAR DIMENSIONAL TOLS   +/-0.35mm
ANGULAR DIMENSIONAL TOLS +/-2 deg
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MANUAL CALL POINTS

ATTACHED TO STUD

PLATED UNITS

ATTACHED TO PLATE

1 LINE
5mm TEXT

FONT: ARIAL

METHOD OF MARKING: LASER ETCHED WITH BLACK TEXT

PLATE MATERIAL: GRADE 316 STAINLESS STEEL

ATTACHMENT: M4 SCREW / NUT

POSITION: SEE DIAGRAMS BELOW

2 LINES
5mm TEXT

TAG SPECIFICATIONSTAG DIMENSIONS

TAG POSITION

TAG 001

EQUIPMENT
TAG 001

4

NOTE 1: CHARACTER LIMIT INCLUDES SPACES

LINES TEXT HEIGHT
TOTAL NO. OF 
CHARACTERS

ONE LINE 5 1 - 12
TWO LINES 5 UP TO 24

TABLE 1

DISCLAIMER: UNLESS OTHERWISE SPECIFIED, LABEL CONTENTS WILL BE SIZED FOR BEST FIT AS DEEMED APPROPRIATE BY E2S

NOTE 2: TEXT HEIGHT WILL BE PRIORITISED FOR LABEL CONTENTS WHERE POSSIBLE


