
E2S PART No. DESCRIPTION                                             DATA
 REFERENCE
D1xB2X05 D1xB2 5J XENON BEACON PRIVATE MODE UL1638 1-21-202
D1xB2X10 D1xB2 10J XENON BEACON PRIVATE MODE UL1638 1-21-203
D1xB2X15 D1xB2 15J XENON BEACON PRIVATE MODE UL1638 1-21-204
D1xB2X21 D1xB2 21J XENON BEACON PRIVATE MODE UL1638   1-21-205
D1xB2LD2 D1xB2 LED BEACON              1-21-206
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BASE CONFIGURED WITH MOUNTING
FEET SET OUT FOR SURFACE MOUNTING
BEACONBRACKET MOUNTING COVER BOSSES

2 POSITIONS
REMOVED WHEN OPTIONAL BRACKET SP77-0001
IS TO BE MOUNTED
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M20x1.5 SIDE ENTRY
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3/4" NPT CONDUIT ENTRY
FOR CONDUIT MOUNTING
BEACON

2 OFF FEET SUPPLIED IN STOWED POSITION
SUITABLE FOR CONDUIT OR BRACKET
MOUNTING BEACON
RETAINED BY 2 OFF M5 SCREWS PER FOOT
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2 OFF FEET CONFIGURED WITH MOUNTING
FEET SET OUT FOR SURFACE MOUNTING
BEACON
RETAINED BY 2 OFF M5 SCREWS PER FOOT

BASE CONFIGURED WITH MOUNTING
FEET SET OUT FOR SURFACE MOUNTING
BEACON
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UNIT SHOWN
WITHOUT
OPTIONAL
WIRE GUARD

3
OPTIONAL EQUIPMENT TAG SHOWN

RSR 21-04-2020

OPTIONAL EQUIPMENT TAG REMOVED 
LABEL NOTES ADDED
MM 31-07-2023

UNIT SHOWN
WITH OPTIONAL
WIRE GUARD

FOR OPTIONAL DUTY LABEL SEE DRAWING D254-00-001
FOR OPTIONAL TAG PLATE SEE DRAWING D254-00-101

NOTE:


