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D2xB1LD3DC024

24V DC

PRODUCT
LABEL 1

Pé6

D2xB1LD3DC024

Voltage: 16-33Vdc
For detailed current & light output ratings, see instructions: D211-00-471-1S-SC
Cable entries: 2-0ff M20 x 1.5mm, 2-off 1/2"NPT & 1off 3/4"NPT

Type 4 /4X/3R /13
Year / Serial No.24/1DH42000011 UL21UKEX2131X

Max Current: 528mA

DEMKO 14 ATEX 4786493904X UK

IECEx ULD 14.0004X
CA
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European Safety Systems Ltd

London W3 7QH UK Www.e2s.com
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PRODUCT
LABEL 2
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CEC Class / Zone

Ex ec IIC G¢ X T4 Ta -40°C to +50°C
Ex tc llIC 75°C Dc Ta -40°C to +50°C

NEC Class / Zone

Class | Zone 2 AEx ec IIC Gc T4 Gc Ta -40°C to +50°

Zone 23 ABX I8 79°C Do Ta 40-C 1o +50°0 - FIRE /FEU
Visual Signal Appliance for Use In Hazardous Locations

Candela 77.1cd 1Hz ; Flash Pulse 20.0ms

E245313
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Ex ec IIC T4 Gc Ta -40°C to +50°C
Ex tc lIC 75°C Dc Ta -40°C to +50°C
NEC / CEC Class / Div

Class | Div2 ABCD T4 Ta-40°C to +50°C
Class Il Div2 FG T6 Ta -40°C to +50°C

Use heat resistant cables and glands (rated 85°C)

ECEX @28

warning signals

Div 1&2 Ta -40°C to +50°C

60,00

PRODUCT 8
LABEL 3 N Class lll

DO NOT OPEN WHEN AN EXPLOSIVE ATMOSPHERE IS PRESENT
DO NOT OPEN WHEN ENERGISED

POTENTIAL ELECTROSTATIC CHARGING HAZARD -

CLEAN ONLY WITH A DAMP CLOTH

HIGH VOLTAGE SHOCK HAZARD. WAIT 5 MINUTES AFTER
REMOVING POWER BEFORE OPENING THE ENCLOSURE

DO NOT PAINT

ISSUE MOD No. INITIAL/DATE
1 INTRODUCTION
DH 10-06-22

Corrected NEC Zone 22 Dust Group code from llIC
to llIB. UL mark updated to reflect Marine attribute.
MA 23-12-2024

WARNING 8_ AVERTISSEMENT:
w NE PAS OUVRIR UN PRESENCE D'ATMOSPHERE EXPLOSIVE
9
LABEL NS OWRRENERCE e ccrmosaTove.
(ALL UNITS) HAUT TENSION, RISK DE CHOG. ATTENDEZ 5 MINUTES APRES
AVOIR DEBRANCHE L'ALIMENTATION AVANT D'OUVRIR
NE PAS PEINTURER
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