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D1xCF 24 VDC COMBINED HORN STROBE -
WIRING SCHEMATIC

D226-06-325

1 Introduction.
MA - 08/04/2025

POSITIVE (+) IN - STROBE / ALARM HORN (S1)

NEGATIVE (-) IN - COMMON

CUSTOMER IN

24 VDC VOLTAGE SUPPLY
STROBE AND ALARM HORN STAGE 1 LINKEDCONFIG. 1

R1

ENTRY TERMINALS

OPTIONAL SUPERVISORY 
RESISTOR (R1) SHOWN - 
CUSTOMER FITTED

E2S PART NO
D1xCF[XX][SXX]

DESCRIPTION
D1xCF COMBINED HORN STROBE FOR FIRE ALARM IN EXPLOSIONPROOF AREAS

Note: Alternative wiring configurations may be available on request - contact E2S sales
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POSITIVE (+) OUT - STROBE / ALARM HORN (S1)

NEGATIVE (-) OUT - COMMON

-
-
+
+

STROBE

ST
PCBA

NOTES:

When power is applied across terminals T1/T2 and T3/T4, the Strobe is triggered simultaneously with the Alarm Horn S1.

Optional independent connections to the Strobe and the Alarm Horn is available by removing the linking wire in the Strobe enclosure.
Refer to D226-00-325-IS for the procedure to convert to independent wiring.

To open the Strobe, refer to the selected unit's Instruction Manual for guidelines for access to enclosure.
To open the Alarm Horn, refer to D190-00-001-IS for guidelines for access to enclosure.
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