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D1xCF 24 VDC COMBINED SPEAKER STROBE -
WIRING SCHEMATIC

D226-06-425

1 Introduction.
MA - 08/04/2025
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CUSTOMER IN

STROBE VOLTAGE SUPPLY - 24 VDC 
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M20 CABLE ENTRY

3/4" NPT CABLE ENTRY

NOTES:

V725 Speakers support two Line In input options: 25V & 70V.
V725 Speaker factory tapping is by default set for maximum output when using 70V line in.
See below details for the power outputs dependant on the line in applied:

· D1xL1FV725 factory tapping output: 15W for 70V line in (max output)
5W for 25V line in

· D1xL2FV725 factory tapping output: 25W for 70V line in (max output)
6W for 25V line in

The power tapping can be manually adjusted on the Speaker PCBA.
Refer to D190-06-201 for wiring diagrams and alternative power tapping options.

To open the Strobe, refer to the selected unit's Instruction Manual for guidelines for access to enclosure.
To open the Speaker, refer to D190-00-201-IS for guidelines for access to enclosure.

E2S PART NO
D1xCF[XX][LXX]

DESCRIPTION
D1xCF COMBINED SPEAKER STROBE FOR FIRE ALARM IN EXPLOSIONPROOF AREAS

Note: Alternative wiring configurations may be available on request - contact E2S sales
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