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E2S PART NO.

IS-CP4A-BG
IS-CP4A-PB
IS-CP4A-PT

DESCRIPTION

IS-CP4A-BG BREAK GLASS MANUAL CALL POINT
IS-CP4A-PB PUSH BUTTON MANUAL CALL POINT
IS-CP4A-PT TOOL RESET MANUAL CALL POINT
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Unoperated Condition
Glass Intact / Standby Condition)

Terminal +(2/3) & (6) switch contacts closed

Terminal +(2/3) & -(4,5) switch contacts open

Operated condition
(Glass broken / Button pushed in)

Terminal +(2/3) & (6) switch contacts open

Terminal +(2/3) & -(4,5) switch contacts closed

Wiring Using ATEX and/or IECEx Certified Galvanic Isolator Wiring Using ATEX and/or IECEx Certified Zener Barrier
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Circuit shown in unoperated condition

Unoperated Condition
Glass Intact / Standby Condition)

Terminal +(2/3) & (6) switch contacts closed

Terminal +(2/3) & -(4,5) switch contacts open

Operated condition
(Glass broken / Button pushed in)

Terminal +(2/3) & (6) switch contacts open

Terminal +(2/3) & -(4,5) switch contacts closed

IS-CP4-BG[s][t][l][e][m][d][v][x]

SINGLE SWITCH CONFIG. 1
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