
GNExS2 and GNExS1 Ex 'd' SOUNDER 
PRODUCT LABEL

ALL DIMENSIONS IN MM

IF IN DOUBT, ASK - 
DO NOT SCALE

1:1 1 of 3

D.HOWGILL 2S
warning signals

R.N.POTTS D157-09-001

SEE NOTE

GNExS2, GNExS1 
SOUNDERS

R.N.POTTS

24-01-22

Label 1
(60 x 45 mm)

24-01-22

24-01-22

2
Addition of UL Class Div and UL Fire 
approval.
MA 29-08-2025GNExS1FDC024-A

Label 2
(60 x 50 mm)

Label 3
(60 x 30 mm)

Label data for GNExS1F and GNExS1R 24 Vdc (GNExS1F shown).

Label 1
(60 x 45 mm)

GNExS2FDC024-A

Label 2
(60 x 50 mm)

Label 3
(60 x 30 mm)

Label data for GNExS2F and GNExS2H 24 Vdc (GNExS2F shown).

3
Corrected UL mark. Updated NEC/CEC Class 
Zone & Class Div lower ambient temperature limit 
from -40°C to -60°C.
MA 23-12-2025

ACN0199



GNExS2 and GNExS1 Ex 'd' SOUNDER 
PRODUCT LABEL

ALL DIMENSIONS IN MM

IF IN DOUBT, ASK - 
DO NOT SCALE

1:1 2 of 3

D.HOWGILL 2S
warning signals

R.N.POTTS D157-09-001

SEE NOTE

GNExS2, GNExS1 
SOUNDERS

R.N.POTTS

24-01-22

24-01-22

24-01-22

Label 1
(60 x 50 mm)

GNExS1FAC230-A

Label data for GNExS1F and GNExS1R 230 Vac (GNExS1F shown).

Label 1
(60 x 50 mm)

GNExS2FAC230-A

Label data for GNExS2F and GNExS2H 230 Vac (GNExS2F shown).

2
Addition of UL Class Div and UL Fire 
approval.
MA 29-08-2025

3 ACN0199
Corrected UL mark. Updated NEC/CEC Class 
Zone & Class Div lower ambient temperature limit 
from -40°C to -60°C.
MA 23-12-2025



GNExS2 and GNExS1 Ex 'd' SOUNDER 
PRODUCT LABEL

ALL DIMENSIONS IN MM

IF IN DOUBT, ASK - 
DO NOT SCALE

1:1 3 of 3

D.HOWGILL 2S
warning signals

R.N.POTTS D157-09-001

SEE NOTE

GNExS2, GNExS1 
SOUNDERS

R.N.POTTS

24-01-22

24-01-22

24-01-22

Label 1
(60 x 45 mm)

GNExS1FDC024-S (SIL version)

Label 2
(60 x 50 mm)

Label 3
(60 x 30 mm)

Label data for GNExS1F and GNExS1R (SIL version) 24 Vdc (GNExS1F shown).

Label 1
(60 x 45 mm)

GNExS2FDC024-S(SIL version)

Label 2
(60 x 50 mm)

Label 3
(60 x 30 mm)

Label data for GNExS2F and GNExS2H (SIL version) 24 Vdc (GNExS2F shown).

2
Addition of UL Class Div and UL Fire 
approval.
MA 29-08-2025

3 ACN0199
Corrected UL mark. Updated NEC/CEC Class 
Zone & Class Div lower ambient temperature limit 
from -40°C to -60°C.
MA 23-12-2025


