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 DC Single/ Two/ Three/Four Stage Configuration - AL121AXH Combo Unit with LED Beacon      

Negative Switching

Stage 1: Apply Power to Stage 1 +ve & Stage 1 -ve 

Stage 2: Apply Power to Stage 1 +ve & Stage 1 -ve & connect  

Stage 2 to Stage 1 -ve 

Stage 3: Apply Power to Stage 1 +ve & Stage 1 -ve & connect  

Stage 3 to Stage 1 -ve 

Stage 4: Apply Power to Stage 1 +ve & Stage 1 -ve & connect          

Stage 4 to Stage 1 -ve
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DC Single/ Two/ Three/Four Stage Configuration - AL121AXX Combo Unit with Xenon Beacon      

Negative Switching

Stage 1: Apply Power to Stage 1 +ve & Stage 1 -ve 

Stage 2: Apply Power to Stage 1 +ve & Stage 1 -ve & connect            

Stage 2 to Stage 1 -ve 

Stage 3: Apply Power to Stage 1 +ve & Stage 1 -ve & connect  

Stage 3 to Stage 1 -ve 

Stage 4: Apply Power to Stage 1 +ve & Stage 1 -ve & connect  

Stage 4 to Stage 1 -ve
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AC Single/ Two/ Three/Four Stage Configuration - AL121AXH Combo Unit with LED Beacon      

Live Switching

Stage 1: Apply Power to Stage 1 Live & Stage 1 Neutral 

Stage 2: Apply Power to Stage 1 Live & Stage 1 Neutral & connect         

Stage 2 to Stage 1 Live

Stage 3: Apply Power to Stage 1 Live & Stage 1 Neutral & connect        

Stage 3 to Stage 1 Live

Stage 4: Apply Power to Stage 1 Live & Stage 1 Neutral & connect        

Stage 4 to Stage 1 Live

AC Single/ Two/ Three/Four Stage Configuration  - AL121AXX Combo Unit with Xenon Beacon      

Live Switching

Stage 1: Apply Power to Stage 1 Live & Stage 1 Neutral 

Stage 2: Apply Power to Stage 1 Live & Stage 1 Neutral & connect          

Stage 2 to Stage 1 Live

Stage 3: Apply Power to Stage 1 Live & Stage 1 Neutral & connect             

Stage 3 to Stage 1 Live

Stage 4: Apply Power to Stage 1 Live & Stage 1 Neutral & connect             

Stage 4 to Stage 1 Live
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